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Notification of Compliance, or a pre-
vious annual notification of changes 
report submitted under this paragraph, 
has changed. Deviations from the rel-
evant requirements in § 63.11173(a) 
through (d) or § 63.11173(e) through (g) 
on the date of the report will be 
deemed to be a change. This includes 
notification when paint stripping af-
fected sources that have not developed 
and implemented a written MeCl mini-
mization plan in accordance with 
§ 63.11173(b) used more than one ton of 
MeCl in the previous calendar year. 
The annual notification of changes re-
port must be submitted prior to March 
1 of each calendar year when reportable 
changes have occurred and must in-
clude the information specified in para-
graphs (a)(1) through (2) of this section. 

(1) Your company’s name and the 
street address (physical location) of the 
affected source and the street address 
where compliance records are main-
tained, if different. 

(2) The name, title, address, tele-
phone, e-mail address (if available) and 
signature of the owner and operator, or 
other certifying company official, cer-
tifying the truth, accuracy, and com-
pleteness of the notification and a 
statement of whether the source has 
complied with all the relevant stand-
ards and other requirements of this 
subpart or an explanation of any non-
compliance and a description of correc-
tive actions being taken to achieve 
compliance. 

(b) If you are the owner or operator 
of a paint stripping affected source 
that has not developed and imple-
mented a written MeCl minimization 
plan in accordance with § 63.11173(b) of 
this subpart, you must submit a report 
for any calendar year in which you use 
more than one ton of MeCl. This report 
must be submitted no later than March 
1 of the following calendar year. You 
must also develop and implement a 
written MeCl minimization plan in ac-
cordance with § 63.11173(b) no later than 
December 31. You must then submit a 
Notification of Compliance Status re-
port containing the information speci-
fied in § 63.11175(b) by March 1 of the 
following year and comply with the re-
quirements for paint stripping oper-
ations that annually use more than one 

ton of MeCl in §§ 63.11173(d) and 
63.11177(f). 

§ 63.11177 What records must I keep? 
If you are the owner or operator of a 

surface coating operation, you must 
keep the records specified in para-
graphs (a) through (d) and (g) of this 
section. If you are the owner or oper-
ator of a paint stripping operation, you 
must keep the records specified in 
paragraphs (e) through (g) of this sec-
tion, as applicable. 

(a) Certification that each painter 
has completed the training specified in 
§ 63.11173(f) with the date the initial 
training and the most recent refresher 
training was completed. 

(b) Documentation of the filter effi-
ciency of any spray booth exhaust fil-
ter material, according to the proce-
dure in § 63.11173(e)(3)(i). 

(c) Documentation from the spray 
gun manufacturer that each spray gun 
with a cup capacity equal to or greater 
than 3.0 fluid ounces (89 cc) that does 
not meet the definition of an HVLP 
spray gun, electrostatic application, 
airless spray gun, or air assisted airless 
spray gun, has been determined by the 
Administrator to achieve a transfer ef-
ficiency equivalent to that of an HVLP 
spray gun, according to the procedure 
in § 63.11173(e)(4). 

(d) Copies of any notification sub-
mitted as required by § 63.11175 and cop-
ies of any report submitted as required 
by § 63.11176. 

(e) Records of paint strippers con-
taining MeCl used for paint stripping 
operations, including the MeCl content 
of the paint stripper used. Documenta-
tion needs to be sufficient to verify an-
nual usage of paint strippers con-
taining MeCl (e.g., material safety data 
sheets or other documentation pro-
vided by the manufacturer or supplier 
of the paint stripper, purchase receipts, 
records of paint stripper usage, engi-
neering calculations). 

(f) If you are a paint stripping source 
that annually uses more than one ton 
of MeCl you are required to maintain a 
record of your current MeCl minimiza-
tion plan on site for the duration of 
your paint stripping operations. You 
must also keep records of your annual 
review of, and updates to, your MeCl 
minimization plan. 
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(g) Records of any deviation from the 
requirements in §§ 63.11173, 63.11174, 
63.11175, or 63.11176. These records must 
include the date and time period of the 
deviation, and a description of the na-
ture of the deviation and the actions 
taken to correct the deviation. 

(h) Records of any assessments of 
source compliance performed in sup-
port of the initial notification, notifi-
cation of compliance status, or annual 
notification of changes report. 

§ 63.11178 In what form and for how 
long must I keep my records? 

(a) If you are the owner or operator 
of an affected source, you must main-
tain copies of the records specified in 
§ 63.11177 for a period of at least five 
years after the date of each record. 
Copies of records must be kept on site 
and in a printed or electronic form that 
is readily accessible for inspection for 
at least the first two years after their 
date, and may be kept off-site after 
that two year period. 

OTHER REQUIREMENTS AND INFORMATION 

§ 63.11179 Who implements and en-
forces this subpart? 

(a) This subpart can be implemented 
and enforced by us, the U.S. Environ-
mental Protection Agency (EPA), or a 
delegated authority such as your 
State, local, or tribal agency. If the 
Administrator has delegated authority 
to your State, local, or tribal agency, 
then that agency (as well as the EPA) 
has the authority to implement and en-
force this subpart. You should contact 
your EPA Regional Office to find out if 
implementation and enforcement of 
this subpart is delegated to your State, 
local, or tribal agency. 

(b) In delegating implementation and 
enforcement authority of this subpart 
to a State, local, or tribal agency 
under subpart E of this part, the au-
thorities contained in paragraph (c) of 
this section are retained by the Admin-
istrator and are not transferred to the 
State, local, or tribal agency. 

(c) The authority in § 63.11173(e)(5) 
will not be delegated to State, local, or 
tribal agencies. 

§ 63.11180 What definitions do I need 
to know? 

Terms used in this subpart are de-
fined in the Clean Air Act, in 40 CFR 
63.2, and in this section as follows: 

Additive means a material that is 
added to a coating after purchase from 
a supplier (e.g., catalysts, activators, 
accelerators). 

Administrator means, for the purposes 
of this rulemaking, the Administrator 
of the U.S. Environmental Protection 
Agency or the State or local agency 
that is granted delegation for imple-
mentation of this subpart. 

Aerospace vehicle or component means 
any fabricated part, processed part, as-
sembly of parts, or completed unit, 
with the exception of electronic com-
ponents, of any aircraft including but 
not limited to airplanes, helicopters, 
missiles, rockets, and space vehicles. 

Airless and air-assisted airless spray 
mean any paint spray technology that 
relies solely on the fluid pressure of the 
paint to create an atomized paint spray 
pattern and does not apply any atom-
izing compressed air to the paint before 
it leaves the paint nozzle. Air-assisted 
airless spray uses compressed air to 
shape and distribute the fan of atom-
ized paint, but still uses fluid pressure 
to create the atomized paint. 

Appurtenance means any accessory to 
a stationary structure coated at the 
site of installation, whether installed 
or detached, including but not limited 
to: bathroom and kitchen fixtures; 
cabinets; concrete forms; doors; ele-
vators; fences; hand railings; heating 
equipment, air conditioning equip-
ment, and other fixed mechanical 
equipment or stationary tools; lamp 
posts; partitions; pipes and piping sys-
tems; rain gutters and downspouts; 
stairways, fixed ladders, catwalks, and 
fire escapes; and window screens. 

Architectural coating means a coating 
to be applied to stationary structures 
or their appurtenances at the site of in-
stallation, to portable buildings at the 
site of installation, to pavements, or to 
curbs. 

Cleaning material means a solvent 
used to remove contaminants and 
other materials, such as dirt, grease, or 
oil, from a substrate before or after 
coating application or from equipment 
associated with a coating operation, 
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